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1. Description =748

1.1General Description = @R

The IR source color devices are made with AlGaAs on Substrate Light Emitting Diode
£145h LED H AlGaAs =Fsc & F L T

The LED package dimension: 3.45mmx3.45mmX2:20mm.

PR 3.45mmX3.45mmX2.20mms

1.2Features = SRiFIE

» Ceramics Package.fa& 1%t

» Extremely wide viewing angle. £ 3t EE X

» Suitable for all SMT assembly and solder process. &R TFRERNSMTEREFLSE T .
» Available on tape and reel &R F & A&

» Moisture sensitive level:Levell. FFEZEZ: Level 1

» RoHS compliant.;#% ERoHSE R

1.3Application 7= &M
» Article color lamp, lamp belt. &%,
» Plant lighting, Landscape lighting, Stage photography light. 1&#I88BH. S iR.. 2818

> HOtels markets Offlces househ0|d and Other Indoor uses M ﬁ@ \\\Hm\\fﬁ\f;\m\m\wmﬁmm\\%m\\\\HHHHHT\H\_T'_‘?I%WWUWFH
N AT

» General use.
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1.4Package Dimension R~

o 1 5 W/
=
O . L\
S
I 3.45
Fig.1-1 Top view I[EELE] Fig.1-2 Side view Il E {1 &
030 40.48 B
NI ]
ToliTe)
< N
™ ™ 1 - —+ 2
g
i —
1.30
- 3.25 —
- 3.45
Fig.1-3 Bottom view & E R E Fig.1-4 Polarity #&t4
0.65 0.45
3 T 7
™ i
g1
_%;d
‘ 3.50 i
0.30 Fig.1-5 Soldering/patterns WEFIEE
Notes &7F:

1. All dimensions units are millimeters. FiE R T8 ANZEXK

2. All dimensions tolerances are +0.2mm unless otherwise noted.f&4F3AREI, FIERSTAEN 0.2 2K
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Table 1-1 Electrical / Optical Characteristics at Ts=25°C EM 52454

Unit
. Value N
ltem Symbol Test Condition B
E 5= MK 5 Min. Typ Max.
(=B | (HEE) | (HFXE)
Forward Voltage v =350mA 15 05 v
(EAHE) i FEesum ' . '
Total radiant flux o =350mA 200 450 W
(1B5TH=) © PSS ” m
PeakWavelength \ - ey 510 950
(BB H ) P e ” nm
Reverse Current R T 1 A
GRE7) = = . !
Viewing Angle 201/2 [F=350mA 120 d
(RHFBE) == = . ©d
Table 1-2 Absolute Maximum Ratings at Ts=25°C #3J &K {E
Parameter (£%k) Symbol (f575) Rating ({8) Units (B1i1)
Power Dissipation
() Po 2400 mw
Forward Current
(EEMER) IF 1500 mA
Peak Forward Current I L A
CIEEPo) & 600 m
Reverse Voltage
(K e E) Ve ° v
Electrostatic Discharge
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Operating Temperature T 40 ~ +85
B A3 -40 ~ +
(RIERE) PR
Storage Temperature T 40 - 485
((EERE) o
Junction Temperature
+:25 Ts 115
(%8)
Notes &F:
1. 1/10 Duty cycle, 0.1ms pulse width. Fk#0.1ms,5=tE1/10.

2. The above forward voltage measurement allowance tolerance is +0.1V. W FFiRBEMNZIZE £0.1V.
3. The above Dominant Wavelength measurement allowance tolerance isz1nm. A _EFfRBRIKNIEIRE T 1nm

4. The above luminous intensity measurement allowance tolerance +10%. iR& yta@ RSN SIFAE S

||||ﬁl||||l|n

+10%.

5. Care is to be taken that power dissipation does not exceed.-the-absolute maximum rating of the product. {8
EAEEIIMENRAE,

6. All measurements were made underthe standardized environment of Refond. P EllEERGBETHES JUHEHT )
R T &

7.When the LEDs are in operation the maximum current should be decided after measuring the package
temperature junction temperature should not exceed the maximum rate. LED {5 ElANEs - BB SmER BB a1

/—k{q:ﬁﬁﬂia énumTﬁEﬁﬁ H-_j({Eo

1.5.1 Bin Range Of Forward Voltage and Luminous Intensity (IF=350mA)BE5S
Jt5&53 BIN SEEE(IF=350mA)

Table 1-3
D6 D7 A0 BO
VE V
1.2-1.4 1.4-1.6 1.6-1.8 1.8-2.0
 e(mW) M N 0] P
e(m
250-300 300-350 350-400 400-450
WLD(nm) R68 R69 R70 R71
nm
930-935 935-940 940-945 945-950
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2. Packaging Franf i

2.1 Packaging Specification EZEMIg
Package:1000pcs/reel. f2£& % 1000pcs

2.1.1Carrier Tape Dimension &# R ~F
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2.1.3Label Form Specification FF&#I1g

Table 2-2 Label Parameter 1535 £48

( PART NO. + —— ] PART NO. Part Number @&
SPECNO. :fgﬁ" SPEC NO. Spec Number ##&
L R LOT NO. Lot Number #t7%S
- BIN CODE Bin Code B#1tH5
- ;EI ® Luminous flux Y£i@2
gﬁg* WD Dominant Wavelength
I IEl &2 Ve Forward Voltage IE[@B[E
TY . o owp e
Fig 2-3 Label Form #R&#E1k Q Packing Quantity ¥{&
DATE Made Date 4= H#A
2.2Moisture Resistant Packing Bhii 13t
Moisture Barrier Bag Label
¥ /_7/
v v
Fig.2-4Packing specification 335 R
2.3Cardboard Box f13E4EH
—
(A
[ ]
)
)

Fig.2-5Cardboard Box B 4t5

REFOND:WI-E-045 A/4 REV:E/O PAGE:8

FB1E: 0755-2967-5000; 0755-6683-9339

fEE: 0755-6683-9322 L
HR%E: sales@refond.com s\ gslds. 3B — 2 1% /
Mtk THE AR UIE A R IR E B AR “." l;- . —Innovatinn ensiches lifac-

g



http://www.refond.com/
mailto:sales@refond.com



http://www.refond.com/
mailto:sales@refond.com

www.refond.com
B Z 3 (Stock code):300241

2.5 Criteria For Judging Damage k3HIE R

Table 2-4Criteria for judging damage 534 H) E 7 4

Test Criteria For
Test Items Symbol Applicable project
Condition Judgement
= we ) & FITE
Wi & FITE tRE
Forward Voltage Reflow
\' [F=350mA <*+10%
BE Thermal Shock
Total radiant flux Maintenance >80% | 'dh and Low
= - ® [F=350mA Temperature Storage
BHI=E _ .
R SRS TS
Life Test
Lamp Bead Light No open-circuit short
High Temperature
Test / F=350MA circuit or=flicke
N High Humidity Life Test
TEE SR T B TR AT

Notes &%

1.The above reliability tests is based on the-verification of a single/strip LED of Refond's existing experimental
platform,the reliability experiment was taken under good heat dissipation conditions. when customers applies
the LED to the series and parallel circuit, should take consideration of all the factors such as the current,

voltage distribution, heat dissipation and others.lA RIS M@ E T HFEME RN T EEFH/5 LED T RIFEA
SHMITHER, BRBE LED AT S, HBESRNAZEOE |, BERTHIER. BELR. &

2.The technical information shown in the data sheets is limited to the typical characteristics and circuit examples
of the referenced products. It does not constitute the warranting of industrial property nor the granting of any

license. U ERABIRN AN~ RIVHEEI(E, RIEANSE, TMEAERRABFRARNARS BRI,
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3. SMT Reflow Soldering Instructions SMT [o] 74815 BH

3.1SMT Reflow Soldering Instructions SMT [B];75 4215 BA

—
o

—
—

Temperature —>
@
I
+

Preheat Ramp-down

Critical Zone
TL to Tp

|
|
25 :
-1 25 to Peak |

Fig.3-1SMT Reflow Soldering Instructions SMT [BI5(E 5 ER

Table 3-1 SMT Reflow:Seldering Parameter SMT [E512 23K

Average temperature rise speedFEFRIEE _ (Tsmax - FTe)

Max 3 °C/ s &&=3 °C/#b

Preheating: minimum temperature¥i#4: RKEE (Tsmin) 150 °C
Preheating: Max temperature¥i#: &= /2~E (Tsmax) 200 °C

Preheating: TimeFi##: BYiE] (Tsmin ZETsmax)

60 - 1207  60s-120s

Time limited to maintain high temperature: the temperaturefRES 445

=8 BE (T

217 °C

Time limited to maintain high temperature: The Time FRES4Ei=3E:

BYiE] (t)

Max 60s FZ%60F)

Peak /Classification of temperature:l&8 / 328E (Te)

260 °C

Time limit classification of peak temperature timefRATIEE DR E !

BiaE] (tp)

Max 10s &% 10%)
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Hold time within 5 °C with the actual peak temperature (TP) 5SCfR
I&{ERE (Te) HHZE 5°C LIRBIREITE]

Max 30s &% 30%)

Cooling speed P&:E&RE Max 6 °C/ s &xi=6 °C/Fb
Needed time from 25 °C to Tp 25 °C A E & (& EFFFEE Max 8 minutes f%8& %
Notes &7E:

(1) The number of reflows should not exceed two, and if the time between reflows exceeds 24 hours, the LED
may be damaged due to moisture absorption. [EIFEEREARR LUBIEFR, F/REIFRIEATE)EFRINR BT 24
/NBY, LEDT]REH FIREMR,

(2) When welding, do not press hard on the surface of the gel while the material is hot. /28, REEMES
ANBAHERERE.

3.1.1 Soldering Iron J&EkIE

(1) When do soldering by hand, keep the temperature of iron below less 300 less than 3
seconds. HF T IR BB BNEE B TANF300°C, BIE[AaHET 3T,
(2) Soldering by hand should be done-only one time. FLIEE S [ 1RIE—K,

3.1.2 Repairing &%+

Repairing should not be done-after the-LEDs have been soldered. When repairing is
unavoidable, a double-head soldering iron should be used (as below figure). It should be

confirmed in advance whether the characteristics of LEDs will or not be damaged by repairing.

A I e e A\ A NN N ke 1 N s A ——— w1 12— ol —_——— e i A e A I ey (DN —

SIIRLEDZR B B4 4.

3.1.3 Cautions JI=EIM

(1) The encapsulated material of the LEDs is silicone. Therefore the LEDs have a soft surface on
the top of package. The pressure to the top surface will be impacted on the reliability of the LEDs.

Precautions should be taken to avoid the strong pressure on the encapsulated part. So when use
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the picking up nozzle, the pressure on the silicone resin should be proper. LED 2R IR, FRE
iEin et R eSS LED R S M . R R B FRA S b o IR R BR A, M P ARIRIERT, AR
AREREDNZEE/,

(2) Components should not be mounted on warped (non coplanar) portion of PCB. After soldering,
do not warp the circuit board. LED T AEIZHEE TR PCB “Fifly 2o N14%F 25
Mo

(3) Do not apply mechanical force or excess vibration during the cooling process to normal

temperature after soldering. Do not rapidly cool device after soldering.[BIAE ~ = 0K FEEH . A
ENMESEMINT, BARBRRE, BRERE, FEXARNEISHNE.
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4. Handling Precautions = mn{f X 251

4.1 Handling Precautions 7= mafE A BB I0

(1) LED operating environment and sulfur element composition cannot be over 100PPM in the

LED mating usage material. This is provided for informational purposes only and is not a warranty

or endorsement. LED TR RN 5 LED SECHMERTTE R U ESYIHRMAARAED 100PPM.XR

E—TEN, AMEEE@EER.

(2) In order to prevent ex-ternal material from getting into the inside of LED, which may cause the

malfunction of LED, the single content of Bromine element is required to be less than 900PPM,

the single content of Chlorine element is required to be less than 900PPM, the total content of

Bromine element and Chlorine element in the external materials of the application products is

required to be less than 1500PPM. This«is provided-for infermational purposes only and is not a

warranty or endorsement./J 7 Bf IFSNFEIBH NAFD AEBLUERY LED B9 (5H, FTIRIRNRFTAE

HEE, B—HRITESEENRNT 900PPM,; B=SxZ28EK/T 900PPM, RTHE5R7T

E5 28X F 1500PPM. XREB—1EIN, AMEERmEIER.

(3) VOCs (Volatile organic compounds)-emitted from materials used in the construction of fixtures

can penetrate silicone encapsulants of LEDs and-diseolor when exposed to heat and photonic

energy. The result can be a significant loss of light output from the fixture. Knowledge of the

properties of the materials selected to be used in the construction of fixtures can help prevent

these issues. Refond advises against the use of any chemicals or materials that have been found

or are suspected to have an adverse affect on device performance or reliability. To verify

compatibility, Refond recommends that all chemicals and materials be tested in the specific

application and environment for which they are intended to be used. Attaching LEDs, do not use

adhesives that outgas organic vapor. BEHFELEYR=EFEE LED RS, EBE~EN

FRAMFHGHT, SFH LED TR, #MSEMM™ENR, &r1 7 BEGME BN 5 = £ X LR,
PR o SRR LED © T o A e e s+ s o
ERNNTRBES. sHHENREMERIME, RFERZINENYIRMZEHITES MR
EME LED RHE o hBi(e T N Se e IE R I SRR

i W"\\m'\\\m\\\\\mmﬂ\mﬂ'uﬁﬁm’ﬁ'\\\\\\\\\\\\ﬁ\\\\\\Wm'\mH\!\\\'\Hﬂ'\‘\ﬁ\'\mﬁﬁﬁumﬁﬂm
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(4) Handle the component along the side surface by using forceps or appropriate tools; do not

|
VTN
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|

\\
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\

Fig 4-1Misoperation 5%

(5) In designing a circuit, the current through each-LED must be exceed the absolute maximum
rating specified for each LED. In the meanwhilesresistors_for protection should be applied,
otherwise slight voltage shift will cause-big-current-change, burn out may happen. The driving
circuit must be designed to allow forward voltage only-when it is ON or OFF. If the reverse
voltage is applied to LED, migration-can-be-generated resulting in LED damage. i%itEE&AEY, &
EDM%MT THENRAE, BN, AFEAREER, TN, MNBIBEZEERE51E
W EETR W s TR A RIS A A, et F S A M B AR I I T BB R

*rﬂs, TEB’@HD&I—, BUSIIFLED,

(6) Thermal Design is paramount importance because heat generation may result in the

Characteristics decline, such as brightness decreased, Color change and so on. Please consider
the heat generation of the LEDs when making the system design. LED &% & B &M A HAMIF
EIMEEENMEB B L SRR T D ACWE, FMANEE®, FUEIRITIRN S Z R
AE)

(7) Compared to standard encapsulants, silicone is generally softer, and the surface is more likely

to attract dust requiring special care during processing. In cases where a minimal level of dirt
and dust particles cannot be guaranteed, a suitable cleaning solution must be applied to the
surface after the soldering of components. Refond suggests using isopropyl alcohol for cleaning.
In case other solvents are used, it must be assured that these solvents do not dissolve the

package or resin. Ultrasonic cleaning is not recommended. Ultrasonic cleaning may cause
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damage to the LED. S5HEAfthE %Hﬁ?*ﬁtb, ERBERI, REZRMEY), NANNFIER, =
_llﬁi"\'I_Lj z'-q-v 3 ,.a,':i E -,N.E&g -,,L?E.'sza#JN ',A'Ed l'LJ_ ngl ‘Y_T:r:]'jjhzi ;;:?E/K ;,L;I::;“’d;f‘ S i

%%UE?@%%’E??‘J, %2&1%1&7\%43&%%9‘%12&, BEFROESN LED HFRME, FTHEFEXWE
I To

Table 4-1Storage 7%

Conditions Temperature Humidity Time
S RE B iE]
Within 6 Months From
Before Opening Aluminum Bag
30°C 75% Date
HEH)
Storage 6~ EK
After Opening Aluminum Bag 7 7 168hours
30°C 60%
wERE 168/)\B
Baking =24hours
601+5°C <5%
KtkE KT 2406

(8) I If the moisture absorbent material silica-gel. has faded away or the LEDs have exceeded
the storage time, baking treatment=should be performed-after unpacking and based on the
following condition 6045 and less than 5%RH for above 24 hours lEF.E¢EES t s e
I T i v e e S T 5 BB R AL 60E5°C, /NF 5%RH, KF

A =
TEED il

24 I©\BY,

If the package is flatulence or damaged, please notify the sales staff to assist.tNE@IEHSav=

(9) Similar to most Solid state devices; LEDs are sensitive to Electro-Static Discharge (ESD) and
Electrical Over Stress (EOS). ‘Bl @l S £ ifde — - -FD JEREIT ARG FIEEHR, B
EMEFBIR.

(10) Other points for attention, please refer to our relevant information. &3 2 E 52 B HEE

REF
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Declare
This specification is written both in English and in Chinese and the latter is formal.
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